
All outdoor Microwave optimized for Packet networks

MINI-LINK PT 2010 is an all-outdoor MINI-LINK product 

optimized for packet networks. It provides easy installation 

and commissioning, e.g. you can connect MINI-LINK PT 

directly to an RBS without any indoor Microwave unit.
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MINI-LINK PT 2010 is the new outdoor Packet 

Terminal for the existing MINI-LINK indoor units. 

MINI-LINK PT 2010 is a carrier grade all outdoor solu-

tion that will save Network Cost since it is compact 

and easy to install. The all-outdoor solution speeds 

up and facilitates roll out even further with no need 

for a site building.

MINI-LINK PT 2010 is perfect for new all-IP end sites, 

both for new networks and expansion of existing 

networks. You can connect new all-IP end sites with 

MINI-LINK PT 2010 and keep existing  

MINI-LINK TN aggregation sites. This is possible since 

MINI-LINK PT 2010 and MINI-LINK TN are hop com-

patible. You can also expand already fully equipped 

MINI-LINK TN nodes with MINI-LINK PT 2010, i.e. 

add 2 more hops to “full” AMM 2p or AMM 6p.

Together with MINI-LINK TN and MINI-LINK SP 110, 

the MINI-LINK PT product can be very well suited in 

node applications. MINI-LINK TN or MINI-LINK SP 

110 provides additional functions, e.g. more interfaces 

and L2 switching. If TDM traffic is required this can be 

achieved with TDM over CES (Circuit Emulation Ser-

vice) via MINI-LINK SP 110. TDM over CES will also 

be available via MINI-LINK TN in a future release.

Ericsson has over 40 years of microwave experience 

with more than 2 million radio units delivered to over 

150 countries. Ericsson is the market leader in micro-

wave transmission. Microwave is the most competi-

tive choice for capacities up to 1 Gbps

MINI-LINK PT 2010 can be used in a number of  

different scenarios:

-

 MINI-LINK PT 2010 is a perfect fit for new all 

packet access sites and for expansion of existing 

aggregation sites with MINI-LINK TN or  

MINI-LINK SP 110.

 

MINI-LINK PT 2010 offers Cost effective & Short 

implementation time for 

* DSLAM backhaul 

* No right-of-way 

 

* Extending network from a fiber POP 

* Private Communication networks 

4G
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MINI-LINK PT 2010 supports transport of synchroni-

zation signal across the hop.

The synchronization signal is carried over the radio 

hop without occupying any bandwidth allocated for 

payload traffic. The input/output interface is Optical 

GbitE supporting Synch E.

The delay performance is typically as low as 100 µs 

per radio link. 

Native Ethernet is supported over the microwave 

radio link. The maximum Line interface rate over one 

radio is 500 Mbps.

The radio link supports hitless adaptive modulation 
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polarized antennas for integrated installation

- Numbered PPP

- Static Routing


